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NOTES:
STOP SIGNS SHALL BE MUTCD R1-1. SIZES SHALL BE 30 X 30 MIN FOR SINGLE LANE ROADS, AND 36 X 36 FOR MULTI-LANE ROADS.
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STANDARD DETAIL
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DATE DRAWN
10/18/2012

CHECKED
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DRAWN
DMN

SCALE: AS SHOWN

DESIGNED

STANDARD SPECIFICATIONS
9-08 PAINT AND RELATED MATERIALS

APPROVED BY

9-28 SIGNING MATERIALS AND FABRICATIONS'

2. THE LETTERING FOR NAMES OF STREETS ON STREET NAME SIGNS SHALL BE COMPOSED OF A COMBINATION OF LOWER—CASE LETTERS WITH
INITIAL UPPER—CASE LETTERS; IN COMPLIANCE WITH MUTCD 2009 EDITION AS DIRECTED BY THE WASHINGTON AMENDED CODE 486-95. THE
BACKGROUND SHALL BE GREEN AND THE LEGEND AND BORDER SHALL BE WHITE. SEE THE TABLE BELOW FOR MINIMUM LETTERING HEIGHTS.

3. SUPPLEMENTARY LETTERING TO INDICATE THE TYPE OF STREET (SUCH AS STREET, AVENUE, OR ROAD) OR THE SECTION OF THE CITY (SUCH
AS N OR S) ON THE STREET NAME SIGN SHALL BE IN SMALLER LETTERING, COMPOSED OF INITIAL UPPER—CASE LETTERS AT LEAST 3 INCHES
IN HEIGHT AND LOWER—CASE LETTERS AT LEAST 2.25 INCHES IN HEIGHT. CONVENTIONAL ABBREVIATIONS MAY BE USED EXCEPT FOR THE
STREET NAME ITSELF.

4. THE ORIENTATION OF THE STREET NAME SIGN SHALL BE PARALLEL WITH THE STREET THAT IT NAMES.

5. THE MINIMUM INSTALLATION HEIGHT OF A POST—MOUNTED STREET NAME SIGN SHALL BE 9.5—FEET, IF NO STOP SIGN IS INSTALLED.

6. USE HIGHER CLASSIFICATION OF ROAD AT INTERSECTIONS

7. 0.125" SHEET ALUMINUM FOR PERMANENT SIGNS. TYPE lll OR IV REFLECTIVE SHEETING FOR BACKGROUND OF SIGNS.

8. CORNER RADIl OF 1 % INCHES.

9. SEE CITY STANDARD R11 FOR SIGN PLACEMENT DETAILS.

10. THE PRINVATE ROAD SIGN SHALL BE SIMILAR TO MUTCD W16—8P 2009 EDITION (ADVANCE STREET NAME PLAQUE WITHOUT ARROW AND ON
YELLOW BACKGROUND WITH BLACK LEGEND AND BORDER TRIM.)

11. THE LETTERING HEIGHT FOR A PRIVATE ROAD SIGN SHALL BE 4 INCHES INITIAL UPPER—CASE AND 3—INCHES LOWER—CASE. THE ABRIVIATION
"RD” FOR ROAD SHALL BE USED.

12. IF ROW PERMITS SIGN POST INSTALLATION BEHIND SIDEWALK, 12°—18” FROM BACK OF WALK PREFERRED.

MINIMUM LETTER HEIGHTS ON STREET NAME SIGNS (SEE NOTE 3)
LETTER HEIGHT
%EET&% TYPE OF STREET|  SPEED LIMIT SUPPLEMENTAL BLANK HEIGHT BORDER
INITIAL UPPER—CASE LOWER—CASE
OVERHEAD ALL TYPES | ALL SPEED LIMITS 12 INCHES 9 INCHES APPLE LOGO 18 INCHES 1% INCHES
ool ALL TYPES | ALL SPEED LIMITS 6 INCHES 4.5 INCHES 3-2.25 INCHES 9 INCHES % INCH
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